6AU6-A 


Sharp-Cutoff Pentode 


PASA 
7-PIN MINIATURE TYPE 
With Heater Having Controlled Warm-Up Time 
GENERAL DATA 
Electrical: 
Heater, for Unipotential Cathode: 
^^ Voltage (AC ог DC). . ......... 6.3 volts 
Current at 6.3 volts. ......... 0.3 + 6% amp 
Warm-up time (Average)... . . . . . . . 11 Sec 
Direct Interelectrode Capacitances: 
Without With 
External External 
E Shield Shield* 
| Pentode Connection: 
Grid No.1 to plate. . . 0,0035 max. 0.0035 max. џи? 
Grid №.1 to cathode, 
grid No.3 & internal 
shield, grid No.2, 
and heater. ..... 5.5 5.5 mni 
Plate to cathode, grid 
No.3 & internal 
shield, grid No.2, 
and heater. . . . . . 5 5 uf 
Triode Connection; ® 
Grid No.1 to plate, 
grid No.3 & internal 
shield, and grid No.2. 2.6 2.6 шиї 
Grid No.1 to cathode 
and heater... .... 3.2 3.2 mni 
Plate, grid No.3 & 
internal shield, and 
grid No.2 to cathode 
= and heater. . .... 1.2 8.5 put 
Characteristics, Class A, Amplifier: 
Pentode Connection 
Plate Supply Voltage. . . . . . . 100 250 250 volts 
Grid Но Зу posa ke Буја а Connected to cathode at socket 
Grid-No.2 Supply Voltage. . . . . 100 125 150 volts 
«To Cathode Resistor......... 150 100 68 ohms 
Plate Resistance (Арргох.). . . . 0.5 1.5 1 megohms 
Transconductance. . . . . . . . . 3900 4500 5200 „mhos 
Plate Current .......... 5 7.6 10.6 ma 
Grid-No.2 Current ........ 2.1 3 4.3 ma 
Grid-No.1 Et роз ) 
for plate да = 10....... 4.2 -5.5 -6.5 volts 
Мола Triode Connection* 
Plate Supply Voltage. ............ 250 volts 
Cathode Resistor. .............. 330 ohms 
Amplification РКасїйог............. 36 
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Plate Resistance (Approx.) . . . ...... 7500 ohms 
Transconductance . ............. 4800 umhos 
Plate Current. ................ 12.2 ma 
Mechanical: 
Operating Position . . . . . . . e aa l Ix aaa e Any 
Maximum Overall Length... .......... .... 2-1/8" 
Maximum Seated Length. . . . ............. 1-7/8" 
Length, Base Seat to Bulb Top (Excluding tip). . 1-1/2" + 3/32" 
Diameter scs S а Чи. Es $e usc · . . . 0.650" to 0.750" 
Dimensional Outline. ,.......... See General Section 
Ө ИБ ыз л Ле Мале та dE. eu EYES. пао E jaj lam Д.Е T5-1/2 
Basé s yo ave a x Small-Button Miniature 7-Pin (ЈЕРЕС No. Е7-1) 
Basing Designation for BOTTOM VIEW . s. sasssa e e 7BK 
OO, 


Pin 1-Grid No.1 Pin 4 —Heater 
Pin ч р 4 (6) ЗА а ; 
nterna in 6-Grid No. 
Shield (2) LS Pin 7 – Cathode 
Pin 3-Heater 0 


AMPLIFIER — Class Aj 
Maximum Ratings, Design-Maximum Values: 


Triode Pentode 
Connection? Connection 
PLATE VOLTAGE. ....... 275 max. 330 max. volts 
GRID No.3 (SUPPRESSOR GRID). - Connect to cathode 


at socket 
GRID-No.2 (SCREEN-GRID) 
SUPPLY VOLTAGE . +... «+. + - 330 max. volts 
GRID-No.2 VOLTAGE. . . +. +. + - See Grid-No.2 Input 
Rating Chart at front of Receiving Tube Section 
GRIO-No.1 (CONTROL-GRID) 
VOLTAGE: 
Positive-bias value. . . . O max. 0 max. volts 
GRID-No.2 INPUT: 
For grid-No.2 voltages up 
to 165 volts . . . . . + - 0.75 max. watt 
For grid-No.2 voltages 
between 165 and 


330 volts......... - See Grid-No.2 Input 
Rating Chart at front of Receiving Tube Section 
PLATE DISSIPATION. . . +. .. 3.5 max. 3.5 max. watts 


PEAK HEATER-CATHODE VOLTAGE: 
Heater negative with 


respect to cathode . . . 200 max. 200 max. volts 
Heater positive with 
respect to cathode . . . 200% max. 200* max. | volts 


Typical Operation as Resistance-Coupled Amplifier: 


See RESISTANCE-COUPLED- AMPLIFIER CHART No.8 
at front of this Section 
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^ with external shield ЈЕРЕС No.316 connected to cathode. 
— $ grid No.3 and grid No.2 connected to plate. 
The dc component must not exceed 100 volts. 


— 
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AVERAGE PLATE CHARACTERISTICS 
Pentode Connection se 


Ер=6.3 VOLTS 

GRID N£3 CONNECTED TO 
CATHODE AT SOCKET. 

GRID-N£2 VOLTS 2150 


PLATE VOLTS 


PLATE MILLIAMPERES 
92CM-66I3R3 
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Ef =6.3 VOLTS 
GRID N23 CONNECTED TO 
CATHODE AT SOCKET. 

GRID-N2 2 VOLTS = 100 
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AVERAGE CHARACTERISTICS 
Pentode Connection 


PLATE VOLTS 


PLATE (Ip) OR GRID-N22 (IC2) MILLIAMPERES 


92CM-66IIR3 
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AVERAGE CHARACTERISTICS 
Pentode Connection 


Ep =6.3 VOLTS 

PLATE VOLTS=250 

GRID N23 CONNECTED TO 
CATHODE AT SOCKET. 


CURVES GRID-N22 
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GRID-N21 VOLTS 
92CM-6623R3 
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AVERAGE CHARACTERISTICS 
Pentode Connection 


Ef 26.3 VOLTS 

PLATE VOLTS = 250 

GRID N23 CONNECTED TO 
CATHODE AT SOCKET. 
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AVERAGE PLATE CHARACTERISTICS 
Triode Connection gh 


Ef=6.3 VOLTS HE RHE 
GRID N23 AND GRID N22 Li 
CONNECTED TO PLATE. 
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